
OD
(inch)

Nominal Weight
(lbs/ft)

94.0
105.0
117.0
119.0
128.0

87.5
94.5
96.5

101.0
106.0
109.4
112.0
115.0
122.0
136.0

94.0
106.5
117.0
133.0
144.0

18

18-5/8

20

Available Sizes

Blanking Dimensions
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25 - 30 deg.

25 - 30 deg.
(if applicable)

25 - 30 deg.

25 - 30 deg.
(if applicable)
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25 - 30 deg.

25 - 30 deg.
(if applicable)

25 - 30 deg.

25 - 30 deg.
(if applicable)
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25 - 30 deg.

25 - 30 deg.
(if applicable)

25 - 30 deg.

25 - 30 deg.
(if applicable)

117.0#
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25 - 30 deg.

25 - 30 deg.
(if applicable)

25 - 30 deg.

25 - 30 deg.
(if applicable)
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25 - 30 deg.

25 - 30 deg.
(if applicable)

25 - 30 deg.

25 - 30 deg.
(if applicable)
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25 - 30 deg.

25 - 30 deg.
(if applicable)

25 - 30 deg.

25 - 30 deg.
(if applicable)
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25 - 30 deg.

25 - 30 deg.
(if applicable)

25 - 30 deg.

25 - 30 deg.
(if applicable)
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25 - 30 deg.

25 - 30 deg.
(if applicable)

25 - 30 deg.

25 - 30 deg.
(if applicable)
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25 - 30 deg.

25 - 30 deg.
(if applicable)

25 - 30 deg.

25 - 30 deg.
(if applicable)
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25 - 30 deg.

25 - 30 deg.
(if applicable)

25 - 30 deg.

25 - 30 deg.
(if applicable)
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25 - 30 deg.

25 - 30 deg.
(if applicable)

25 - 30 deg.

25 - 30 deg.
(if applicable)
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25 - 30 deg.

25 - 30 deg.
(if applicable)

25 - 30 deg.

25 - 30 deg.
(if applicable)
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25 - 30 deg.

25 - 30 deg.
(if applicable)

25 - 30 deg.

25 - 30 deg.
(if applicable)
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25 - 30 deg.

25 - 30 deg.
(if applicable)

25 - 30 deg.

25 - 30 deg.
(if applicable)
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25 - 30 deg.

25 - 30 deg.
(if applicable)

25 - 30 deg.

25 - 30 deg.
(if applicable)
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25 - 30 deg.

25 - 30 deg.
(if applicable)

25 - 30 deg.

25 - 30 deg.
(if applicable)
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25 - 30 deg.

25 - 30 deg.
(if applicable)

25 - 30 deg.

25 - 30 deg.
(if applicable)
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25 - 30 deg.

25 - 30 deg.
(if applicable)

25 - 30 deg.

25 - 30 deg.
(if applicable)

117.0#
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25 - 30 deg.

25 - 30 deg.
(if applicable)

25 - 30 deg.

25 - 30 deg.
(if applicable)
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25 - 30 deg.

25 - 30 deg.
(if applicable)

25 - 30 deg.

25 - 30 deg.
(if applicable)
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